The Brethren Mutual Insurance Company
149 North Edgewood Drive, Hagerstown, Maryland 21740-6599
Telephone: (800) 621-4264
Fax: (301) 733-1794

WOODBURNING QUESTIONNAIRE
Name of Insured:
Agency:

Policy #

Telephone

STOVE
1. Woodburning stove(s) primary source of heat?

 yes

 no

 yes

 no

1. Is someone on the premises during the day when unit is operating?

 yes

 no

2. Is there an ABC (All Classes) fire extinguisher on hand?

 yes

 no

3. Is there at least one smoke alarm on the premises?

 yes

 no

4. Is stove cleaned once per year or more?

 yes

 no

2. Manufactured or Home-built?

Brand:

3. Permanently attached label of recognized testing laboratory?
If yes,  UL  Other
Type of stove:








Add-on Woodburning

Radiant Open Draft (non airtight)
Radiant Open Draft (gasket mounted)
Circulating (double enclosure)
Cook-stove
Central Wood-burning furnace
Fireplace insert
 Furnace

Attached to:

 gas

 oil

Type Fuel Used:
Construction:

 Plate Steel

Installed By:

 Owner

 Cast Iron

 Sheet Metal

 Contractor

4. Located:

PROTECTION
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EXPOSURES TO COMBUSTIBLE MATERIAL INCLUDING DRY WALL,
PLASTER OR BLOCK OVER WOOD STOVE
1. Floor material combustible?
If yes, any protective covering?
If so, describe material (steel, brick, stove pad, etc.)

 yes
 yes

 no
 no

 yes
 yes

 no
 no

 yes
 no
ceilings?
 yes
3. Protective covering on walls?
If so, describe material (asbestos, millboard, min. 28 gauge sheet metal, etc.)

 no

2. Stove foundation in non combustible material with:
At least 18” clearance
At least 6” rear

4. Minimum of 1” vented air space on all four sides between protective
covering and walls?

 yes

 no

5. Stand offs or spacers non combustible? (metal, ceramic, etc.)

 yes

 no

CHIMNEY - FLUE
1. Type of chimney:

 masonry without line
 double wall insulated metal
 triple wall thermal

 masonry with liner
 single wall metal

2. Any unusual creosote build up observed?

 yes

 no

 yes

 no

3. How often is chimney cleaned?
4.

Cleaned by?

 Contractor

 Self

5.

Total # of heating units connected to same chimney?
If more than one, does chimney have separate flues?

6. Has there ever been a chimney fire?
If yes, has the chimney been inspected by a professional after the
fire?

 yes

 no

 yes

 no

7. Heat reclaimer?

 yes

 no

CHIMNEY CONNECTOR/STOVEPIPE
1. Type of Connector? (Check one)
 No connector - factory built chimney attaches directly to unit
 Stovepipe attaches directly to masonry chimney
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A.
B.
C.
D.
2.

 Stovepipe connects to chimney through combustible wall, ceiling or floor. (If this type
connection, answer “Protection/Clearance” Question(s) A-D below):
 Short insulated factory built wall sleeve/chimney section with at least 8” clearance
 yes  no
 Fire clay thimble in solid masonry with at least 8” clearance
 yes  no
 Metal ventilated thimble with at least 6” clearance
 yes  no
 Wall cut back from pipe with at least 6” clearance
 yes  no
If wall cut back, opening is covered by:
Stovepipe:
Vertical diameter
Length
# of elbows
Horizontal diameter
Length
# of elbows

MINIMUM CLEARANCE FROM COMBUSTIBLES:
A = 36 inches
B = 18 inches
C = 18 inches
D = 18 inches
E = 18 inches
F = 18 inches
RECORD ACTUAL DISTANCES:
A=
inches
B=
inches
C=
inches
D=
inches
E=
inches
F=
inches
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